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CC e-motion
T H E  E L E C T R I C  C H U C K
WIRELESS ENERGY AND SIGNALS

   UNIVERSAL
4 jaw chuck with 4 mechatronic

single jaw drives

ELECTR IC
Wireless transmission 
of power and signals

SAFE
Grip force / jaw stroke 

measuring and 
monitoring

e-sensing for electronic 
workpiece detection



CC e-motion

CC e-motion 320 F180 Ethernet

INCH / METRIC
SERRATION

Mechatronic chuck

Deutsch

■ 4 jaws single drive
 ■ Automatic correction function
 ■ Centrifugal force compensation

Application examples: Clamping of various workpiece geometries 

Mechanical installation at the machine

Round

Irregular shaped

Square

Easy deformed

Rectangular

Clamping pro� le

■ 4 jaws self centering
■ 4 jaws self centering / 

compensating
■ High / low grip force
■ Automatic correction 

functon

Manifold 
for media

Machine tool spindle with 
connection cable and media pipe

CC e-motion 
mechatronic chuck

F180 coupler
contact free energy and signal transmission 
via air gap up to 20 mm distance.

Base Remote

Mechatronic chuck For contact free transmission 
of energy and signals via air 
gap up to 20 mm distance
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■ 4 jaws single drive
 ■ Automatic correction function
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LED for status

Cable connection 
to remote coupler

Standard
jaw interface

Automatic
correction function

Mechatronic single 
jaw drive

Technical data F180 Ethernet

Power supply V 24 / 48

Transmission distance mm 0 - 20

Transmission rate MBit/s < 100 (Ethernet)

Power transmission V 24 / 48

Power transmission W 250 / 400

Technical data CC e-motion

Chuck diameter mm 320

Grip force kN 100

Max. speed min-1 3000

Stroke per jaw mm 4.5

Repeatability µm < 5

e-sensing for 
workpiece detection

Centrifugal force 
compensation
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